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ABSTRACT
Simulation of the effects of repulping fibers on
sheet properties showed good agreement with pre-
vious experimental results. Agreement was obtained
by adjusting the apparent fiber stiffness factor
which in turn reduced bond density. The results
showed that refining alone cannot restore proper-
ties to those of virgin fibers because of the irre-
versible effects such as fines generation and
reduced fiber length. Mild chemical treatments
which restore fiber flexibility but do not affect
freeness or fines content appear to be the best
means of reversing the effects of hornification on
drying.
BACKGROUND
It is now well-known that repulping dried fibers
results in reduced bonding in the reformed sheet.
As a result, tensile and bond-sensitive properties
such as Z-D tensile are significantly reduced. The
effects of repulping vary with species and den-
sification conditions, i.e., refining and pressing.
McKee (1971) showed that for an unspecified
southern pine kraft pulp, refined to 325 CSF and
made into British handsheets, each repulping led to
a decrease in density, breaking length, burst,
bonding strength, and bonded area. Zero-span ten-
sile also decreased with repulping. Variables such
as tear and Taber stiffness factor increased. The
behavior was strong evidence of network debonding.
Although the rate of change of properties with each
repulping appeared to drop, there did not appear to
be any evidence of a leveling off in properties
after many repulpings.
Bobalek et al. (1988) subsequently demonstrated
similar effects for five different furnishes for
three repulpings but under significantly less
severe densification conditions, i.e., higher CSF
and zero wet pressing pressure. Bobalek did not
see the same change in sheet density as seen by
McKee. Zero-span tensile increased with repulping
indicating that actual bond development was con-
tinuing with refining in the absence of pressure.
This behavior probably reflects the low level of
bonding present in the initial sheets.
Consistent with McKee's findings, breaking length,
Z-D tensile and Scott Bond decreased, indicating
reduced bonding. Repulping under very mild con-
ditions appeared to have little effect on printing
properties such as opacity, scattering coefficient
and Parker print surface.
Klungness (1974) showed that the effects of repulp-
ing on fiber and network properties are not so much
caused by contaminants but by the deinking and re-
pulping processes used to remove the contaminants.
He also found strong evidence of a reduction in
fiber bonding. Fiber bonding and sheet strength
could be restored to essentially their virgin fiber
values by the repulping processes, i.e., PE removal
and deinking.
A review of recent technologies in the field of
secondary fiber reuse has been compiled by TAPPI
Press (Hamilton et al. 1988).
Until recently, process simulation was limited to
mass and energy balances and provided no useful
information on the effects of secondary fiber reuse
on end-use performance of paper. This predictive
capability is now available with the Performance
Attribute System of MAPPS (Modular Analysis of Pulp
and Paper Systems), a process simulation package
developed at The Institute of Paper Chemistry.
Because the PAT system is relatively new, there
have been few detailed evaluations of the system.
Simulations of a hypothetical TMP mill illustrated
the potential applications of the system (Jones
1988a). The simulation predictions in a TMP mill
were shown to be in reasonable agreement with
actual measurements (Jones 1988c). A full mill case
study is currently underway to verify other parts
of the model system.
OBJECTIVE
This work was undertaken to demonstrate that a
simulation program could predict the effects of
repeated pulpings on fiber and sheet properties and
indirectly validate the understanding in the
models. It was also hoped that this work could
suggest ways of reversing property degradation on
repulping.
PROCEDURE
A kraft flowsheet model was developed with MAPPS to
predict the flows, attributes and properties of the
virgin kraft pulp for each of the species of
interest, longleaf pine, aspen, and jack pine and a
50/50 mixture of aspen and jack pine. The process
included a kraft digester, a staged brownstock
washing system, a screening, cleaning and reject
refining system, chlorine and hypochlorite
bleaching and extraction stages and a final
atmospheric refining stage.
Flows of black and white liquor to the digester
were adjusted so each species was cooked to the
same yield and kappa. Power and/or consistency to
the final refining stage was adjusted to achieve
the desired freeness. Comparisons were made with
McKee's data at a CSF of 325 and 60 psi wet press-
ing pressure assuming the species to be longleaf
pine. Similar comparisons were made with the data
of Bobalek et al. at zero psi pressure and a
variety of freeness levels for aspen, northern pine
and a 50/50 mixture of aspen and northern pine.
The simulation then continued onto the paper
machine where sheets were formed. The paper
machine flowsheet consisted of a fourdrinier model
containing a gravity drainage zone, a series of
foils and suction boxes followed by a wet press
section, a drier section and a saveall system. The
output of this flowsheet was a dry sheet with asso-
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ciated attributes and sheet properties.
However, the dewatering and sheet consolidation
behavior in the paper machine simulation differed
considerably with each species as might be expect-
ed. The equilibrium level of fines and retention
on the wire also varied with species. This
required adjustments of vacuum pressures, press
loadings and drier conditions to achieve a similar
sheet dryness. Formation index varied with average
fiber length which in turn influenced final sheet
properties.
This indicated that significant differences between
handsheet and machine made properties would be pre-
dicted. Interpretation of the response to repulp-
ing and comparisons to the data would become more
difficult if paper machine operation were included
in the analysis. Therefore, to limit the scope,
the handsheets were returned directly to a point
before the final refiner in the kraft mill. Hand-
sheet properties were estimated at each repulping
cycle and compared with the data of McKee and
Bobalek et al.
Figure 1 shows the process flowsheet. The Kraft






Figure 1. Repulping process flowsheet.
A complete discussion of the Performance Attribute
System is beyond the scope of this work. It is
anticipated that portions of this system will be
described in upcoming publications. The current
discussion is limited to aspects relating to net-
work bonding, sheet density and the effects of
fiber and sheet properties and processing con-
ditions on handsheet properties. The portion of
the PAT system relevant to the current discussion
is shown in Appendix I.
The effect of repulping is simulated by increasing
stiffness parameter, SF, with each repulping.
Inspection of the equations for sheet density,
effective bond density and sheet tensile properties
shows how SF influences these properties. Because
the effects are quite complex, several representa-
tive variables are shown in Figures 2 through 8
over the range of conditions covered in the McKee
and Bobalek data.
Table 1 summarizes the repulping conditions.
Tables 2 and 3 compare the simulation results
with the data of McKee and Bobalek et al., respec-
tively, for virgin pulp and for multiple repulp-
ings. The results for intermediate repulpings were
intermediate to those shown. Numbers 1 through 16
in Table 1 refer to conditions shown in Figures 2
through 5.
Table 1. Conditions used in repulping experiments.


















































For the McKee data, the relative change in all
variables except tear factor are accurately pre-
dicted. Taber stiffness is predicted to increase
somewhat more than the data indicate. The
agreement is good considering the uncertainty in
reproducing the conditions used in preparing the
British handsheets used in the tests. All the
trends indicate that bonding decreases with
increased number of repulpings. The stiffness
factor varied from 1 to 1.5.
Table 2. Relative change in handsheet properties of repeated repulping
comparison with McKee data.
CSF: 337 L Yield: 47% Long Leaf Pine Pressure: 60 psi
Virgin Fiber Six Repulpings Change





































Table 3 compares the results of zero and three
repulpings on selected properties. Note that CSF
was not reproduced exactly in the simulations.
There is reasonably good agreement between the data
and simulation values and the trends are also pre-
dicted reasonably well with the exception of the
breaking length for the mixture of jack pine and
aspen. As with the McKee data, the simulations
were based on increasing stiffness factor during

















Wt. Avg. Sheet Breaking Scattering
The increase in sheet density upon repulping and
the general increase in tensile and decrease in
scattering coefficient indicate that additional
bond formation is occurring with the mild refining
used during each repulping stage. However, the
sharp decrease in both TEA (not shown) and Z-D ten-
sile indicate a decrease in bonding. These results
differ from those of McKee in part due to the zero
wet pressing pressures used to make the handsheets.
These differences are illustrated in Figures 2
through 8. The response to refining and to repulp-
ing is quite different at low wet pressing pres-
sures. Sheet density increases with refining
(decreasing CSF) and wet pressing pressure.
Density is predicted to decrease with repulping
(stiffer fibers) at 60 psi pressure and to increase
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Figure 2. Sheet density.
Figure 3 shows that the relationship between break-
ing length and density varies with the level of
refining, pressing and repulping. Refining and
pressure shift the curves upward, while repulping
shifts the curve downward at higher pressure and
laterally at lower pressure. The response is simi-





The tear factor (Figure 5) response tends to be the
opposite of breaking length. However, tear is very
responsive to changes in fiber length and much less
responsive to changes in pressure. Increased
refining reduces tear in two ways: by reducing fiber
length and by increasing density or other tensile
properties. Repulping and higher pressure shifts
the line to lower densities while the reverse is





Figure 6. Scattering coefficient.
Sheet density g/cc
Figure 5. Tear factor.
Scattering coefficient (Figure 6) decreases with
increasing density. The entire response is shifted
to higher scattering for a given density as a
result of repulping. The absorption coefficient
was computed to be 5 cm2/g for all species because
of the similarity in pulped kappa and yield.
Brightness predicted from Kubelka-Munk theory
varied from 80 at point 14 to 86 at point 6 in
general agreement with McKee's data. However,
brightness was predicted to increase slightly with
repulping.
Z-D tensile (Figure 7) is predicted to decrease
with increasing densification at lower densities
and to increase with increasing densities at higher
densities. However, the upturn at densities below
0.3-0.4 is counter-intuitive and may not be
correct. Although it is stated in the literature
that Z-D tensile is a measure of bonding, there is
conflicting evidence of its relationship to
bonding.
The data of Bobalek et al. indicate that while
sheet density increases by 5 to 13% in the low den-
sity range, Z-D tensile decreases by 5 to 25%. The
data used to develop the Z-D tensile model from
Fleischman (1982) do not go below a sheet density
of 0.4 g/cc. Therefore, the upturn at low den-
sities is a result of extrapolating a nonlinear
correlation. A followup study should determine if
this effect occurs at low density.
Simulation of Significant
Property Interactions
Z-D Tensile Strength (GPA)
Longleaf Pine -Kraft
Taber stiffness factor shown in Figure 8 behaves
very much like scattering coefficient despite the
highly nonlinear dependence on sheet density. Re-
pulping is predicted to have little effect at
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higher density and tends to decrease at lower den-
sity. Repulping also reduces the slope making TS
less sensitive to both pressure and refining at







The simulations show that models used in the per-
formance attribute system provide useful and reason-
ably accurate estimates of the many effects of
repulping, refining and wet pressing for a number
of species. The primary factors which influence
properties from virgin fibers are shown to be
intrinsic fiber tensile strength, CSF, yield, wet
pressing pressure, cell-wall thickness and fiber
length. Stiffness factor enters in only after
fibers are dried.
Many of the effects of repulping can be modeled by
an apparent increase in fiber stiffness which has
the effect of increasing cell wall thickness. The
reduction in tensile properties with repulping can
be partially reversed by refining. However, other
properties such as tear factor will also change
irreversibly.
Mild chemical treatments which restore fiber flexi-
bility but do not affect freeness or fines content
appear to be the best means of reversing the
effects of hornification on drying.
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burst factor, kPa m2/g
stiffness, GPa
consistency, %
Canadian Standard Freeness, mL
cell-wall thickness, microns










normalized surface or bond area
scattering coefficient, cm2 /g.
absolute temperature, K










influence fiber flexibility and bonding. SF, the
stiffness factor, represents the effect of drying
on fiber flexibility. In predried fibers, SF
equals one. The effects of drying and repulping
are simulated by increasing SF with each drying
step.
Under the experimental conditions, pu varied be-
tween 0.65 and 0.95.
Pl represents the low limit to the sheet density,
i.e., unbonded sheet density.
limit condition is placed on Pl.
Pl > Plim
Plim = 0.05 (CWT SF - 0.8) + 0.002 (Y - 48)
Hydrodynamic specific surface was found to be a
linear function of CSF. Robertson and Mason (1950)
found essentially the same relationship for kraft
pulps.
Sh = 95.7 - 0.012 CSF
The potential bonded area before wet pressing, Sbi
















Portions of the MAPPS Performance Attribute System
relevant to the effects of repulping on sheet prop-
erties. Derivations may be found in a report to
the members of The Institute of Paper Chemistry
(Jones 1988b).
Sheet Density Model
The sheet density model was developed from the data
of Alexander and Marton (1968 a and b).
where Sc represents the fraction of total external
surface which bonds. Sc decreases with increasing
yield.
Sc = 0.0734 - 0.000654 Y
For a yield of 48%, Sc is 0.042, indicating 4.2%
bonding. For example at 700 CSF, Sh is 10 and Sbi
is 0.42 m2 /g. At 100% yield, Sc is 0.008 indicat-
ing only 0.8% of the total surface is bonded.
The result of wet pressing at pressure P is to
increase Sb from Sbi according to the Han concept,
Sb = Sbi (1 + M pN)
where M and N are functions of CSF and Y.
CSF.




the K-factor model of Strand and Edwards (1984).
CSF = e( 7 - 0.33 A)
where A is related to the discrete weight-average
fiber length distribution function Xi and K by
A = I - (1/K) E Xi ln(Li/2.4)
Li is the average length for length range i. K
accounts for differences in surface area develop-
ment due to the uniformity and extent of refining,
species and pulping on external fibrillation.
For a primary refiner
K = Ko = 1.54 e((0.12 3 - 0.0237 CO) NSP)
For secondary or reject refiners K depends on KO in
addition to net specific power, NSP, and refiner
inlet consistency, CO, %.
K = KO e(k2 NSP)
and
k2 = - 0.598 + 0.088 NSP/Ko - 0.05 Ko CO
The weight average fiber length distribution func-
tion is determined by the average and standard
deviation and distribution type specified in the
species data base or independently by the user.
The fiber length and width distributions during
refining are based on Yan's kinetic model.
Assuming fiber length can be described by a log-
normal distribution, the weight-average fiber
length L and standard deviation in the discharge
of a refiner (or beater) is a function of the
inlet, Li as follows,
L = Al + (Li - A1/A2 ) e(-A2 ZP)
oL = A1 - A2/L
where ZP is the power function defined by Yan
(1975).
ZP = 10 (NSP - 76.7)/41.7)
Coefficients Al, A2, may be changed to reflect
changes in species, refiner plate design, etc. The
fiber/bundle width distribution is detemined in a
similar way.
Fiber length distribution function Xi is defined as
the difference between cumulative distribution
functions for fiber length, Li, LCUMi and fiber
length Lil, LCUMil,
Xi = LCUM i - LCuMi-l
Xl = LCUM1
LCUM i is defined in terms of the error function,
erf(ZLi) with argument ZLi which is a function of
Li and the average and standard deviation of the
d istribution.
LCUMi = 0.5 (1 + erf (ZLi))
The number average fiber/bundle width distribution
functions are defined in a similar fashion.
Potential bonded area, Sb represents the area in
optical contact. On drying, hydrogen bonds are
formed and Sb is converted to actual bonded area,
Sa according to the work of Nissan and Batten
(1987).
Effective Bond Density
The effective bond density also depends on for-
mation factor. It is assumed that formation factor
is unity for handsheets.
Pe = Pa FRM
where Pa is actual bond density or p defined above
for Sb = Sa.
Actual Bond Density
Fiber Stiffness Factor
Fiber stiffness factor increases during drying as a
result of the conversion of potential to actual
bonded area.
where FS and FSi are the outlet and inlet stiffness
factors, respectively. FS is equal to one initially.
For a sheet with ideal formation, FRM equals 1.
When dried to maximum dryness, Pa equals p and
sheet properties are directly related to sheet den-
sity. However, situations which affect bonding but
apparently have little effect on bulk density are
accounted for by the decoupling of bulk density
from effective bond density.
Portions of the PAT system controlling fiber
separation and mixing, interconversions from fiber
flows and distribution functions, reduction in
absorption coefficient and other factors are
omitted.
Models for a selected set of sheet properties are
described to illustrate the effect of repulping on
end-use performance. The effect is simulated by
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increasing SF, the stiffness factor. Because SF
occurs with CWT, an increase in SF produces the same
effect as an increase in cell wall thickness.
Sheet tensile properties are defined in terms of
effective bond density, pe. Breaking length and
elastic modulus models are based on work of Page
(1969, 1979).
Sheet breaking length (km):
where Z is related to intrinsic fiber strength. It
is proportional to zero-span tensile.
Z = ZI - 1.88 CWT SF
For very highly bonded sheet zero-span approaches
ZI. For normal bonding ZI is larger than zero-
span. ZI must be chosen to fit the overall behav-
ior for a given species. As SF increases with
repulping, Z and BL decrease. Pe usually decreases
with repulping at normal wet pressing pressures.
However, it may also increase at low levels of
bonding (high CSF and low P).
Young's Modulus, YM, 1010 dynes/cm2 :
YM = Ef (Pe - 0.1719)
Ef, fiber modulus, is set to 10.7.
Elongation at Break, %:
E = 0.852 + 0.2677 BL - 0.1771 YM
Burst Factor, BF (standard units) is given by the
Van den Akker model:
BF = b E1/2 BL
where b depends on fiber
refining.
stiffness, species and
b = 5.625 - 0.1266 CWT SF (1 + 0.0015 CSF)
Rupture energy, RE, 103 ergs is proportional to
breaking length.
RE = 219( BL - 2.6)
Tear Factor, TF, (used for yields less than 85%)
increases with wt.-avg. fiber length and decreases
with increased bonding represented by elongation at
break and burst factor.
TF = 38.5 L - 0.435 E BF
Scattering Coefficient, SCC, cm2 /g, depends on
optical contact between fibers but is assumed to be
independent of formation or the presence of actual
bonds.
SCC = Su - 430.68 (p - Pl)
Su = 636.6 - 2.613 Y
Z-D tensile, ZT, depends on effective bond density,
average fiber orientation, OR, and wet stretch, WS,
Z. These are set to 1 and 1, respectively, for
random handsheets. The directional property models
were developed from original data taken by
Fleischman et al. (1982).
ZZ = 0.2204 + 1.86 C3 3
where C3 3 is the stiffness in the Z direction,
C3 3 = 0.30778 - 1.252 10
- 3 Pe + 1.436 10-6 pe 2 +
1.15 10 - 5 Pe OR + 2.95- 5 Pe WS
Taber Stiffness Factor, TS, is proportional to
Young's modulus divided by bond density to the
third power.
TS = 2 x 10- 3 YM/pe 3
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